
 

 
 

TEST REPORT 
 

No.   : GZIN160100013CCM 

Date : Jan. 18, 2016 

Page: 1 of  4 

 

 

CLIENT NAME: GUANGZHOU WILLSTRONG NEW MATERIAL HOLDING CO., LTD. 

ADDRESS: NO.118, JUNDA ROAD, EASTERN DISTRICT, ECONOMIC AND TECHNOLOGICAL 

DEVELOPMENT ZONE, GUANGZHOU, CHINA 

 

The following sample(s) was/ were submitted and identified on behalf of the client as: 

Sample Name : Aluminium composite panel 

SGS Ref. No. : GZIN160100013CCM 

Test Performed : Selected test(s) as requested by applicant 

Date of Receipt  : Jan. 05, 2016 

Test Period  : Jan. 06, 2016 to Jan. 12, 2016 

   

Test result(s)    : Please refer to the following page(s) 

********To be continued******** 

 
 
 
 
 
 
 
 
 
Signed for 
SGS-CSTC Standards Technical  

Services Co., Ltd. GZ Branch Testing 

Center 

 

Eleain Fan 

Authorized signatory 
 

** Unless otherwise stated the results shown in this test report refer only to the sample(s) tested. The report should not be reproduced  
    except in full without written approval from the Company 
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Summary of test results 

The following tests have been requested, also according to EN 14509:2006, CE harmonized standard: Self-

supporting double skin metal faced insulating panels — Factory made products — Specifications 

NO. Test items Test methods Test results Conclusion 

1 Compressive stress (σ10) 
EN 14509:2006 Section 5.2.1.4 and 

Annex A.2 
3.36MPa --- 

2 Cross panel tensile strength 
EN 14509:2006 Section 5.2.1.6 and 

Annex A.1 
＞4.75MPa Pass 

3 Dimensions 
With reference to EN 14509:2006 

Section 5.2.5 and Annex D 
See test item 3 --- 
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Test Information: 

Sample description: See photo 

Test item 1: Compressive stress (σ10) 

Test method: EN 14509:2006 Section 5.2.1.4 and Annex A.2 

Test condition:  

Specimen: 51.1×50.6×2.95mm 

Testing speed: 0.5mm/min 

Test result: 3.36MPa 

Note: σ10 is compressive stress at 10 % deformation. 

 

Test item 2: Cross panel tensile strength 

Test method: EN 14509:2006 Section 5.2.1.6 and Annex A.1 

Test condition:  

Specimen: 100.5×100.5×3.95mm 

Testing speed: 0.5mm/min 

Test result: ＞4.75MPa 

EN 14509:2006 requirement: Tensile strength ≥ 0.018Mpa 

Conclusion: Pass 

Note: Test result exceeded the upper limit of the tester and no specimens were broken. 

 

Test item 3: Dimensions 

Test method: With reference to EN 14509:2006 Section 5.2.5 and Annex D 

Test condition:  

Specimen: 100×100×4.0mm (Client declare) 

Test result:  

Dimension Length and Width Thickness 

Test result 

Ave:100.50mm 

Max:100.60mm 

Min:100.42mm 

Ave: 3.946mm 

Max: 3.949mm 

Min: 3.942mm 
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Photo: 

  

Sample for test item 1-Core Sample for test item 2 and 3 

********End of report******** 


